
 Flow Measurement Services  
 for the Oil & Gas, Power, Chemical 
 and Processing Industries 

 Meter Verification - Surveys - Flow Audits - Training -  
 Calibration - Fire Pump Flow Performance Verification Surveys

On-site Measurement Services
______

- Flow Audits

- Performance Evaluation

- Consumption Analysis

- Thermal Energy Measurement

- Efficiency Determination 

- Pump Monitoring

- Valve Leak Tests 

- Fire Water Pump Testing

- Leak Detection

- Regulatory Compliance Metering

______

Verification of Installed  
Metering Systems

Calibration Services 

Rental Services 

Product Training



 Check metering  
 preserves Quality

 

Our flow meters convince by their accurate, reliable and 
long term measurement stability. As the clamp-on ultra-
sonic transducers are attached to the outside of the pipe 
wall, the measurement system is never in contact with 
the medium flowing inside the pipe and is therefore virtu-
ally free of wear and tear.
Conventional wetted measurement technologies are  
always subject to wear and eventual drift. For these types 
of flow meters regular functional checks and recalibrati-
on are usually required at an independent flow calibration 
facility, sometimes necessitating complete process shut-
down during their removal from the pipeline.g p p

FLEXIM can help to confirm and verify flow rates of exi-
sting volume and mass flow meters. By use of our range 
of portable flow meters, individual measurement points 
can be monitored and insertion meters checked and  
verified. As our meters are calibrated according to trace-
able national standards, you can always be assured about 
accurate and reliable measurement data.
We also offer complete thermal energy measurement  
audits that can help you evaluate the performance of your 
heat exchangers or the proper operation of your cooling 
towers and chiller plants. 
With our matched and paired transducers, integrated 
temperature compensation, advanced diagnostics and 
the patented transducer mounting fixture WaveInjec-
tor, which allows measurements at extremely cold and 
hot pipe walls (-190 °C up to +580 °C), FLEXIM‘s service  
engineers provide you with precise measurement data 
and fully detailed reports.
FLEXIM‘s range of flow meters are also available for ren-
tal by your plant engineers.



Flow assurance is not only critical in terms of process efficiency but espe-
cially crucial in regard to safety.
The Power Generation, Chemical, Oil & Gas and Offshore industries 
rely on fire pump deluge systems for vital personnel and process plant  
protection. It is crucial for plant operators to know the availability and 
performance of these pumps. Even if the systems are already equipped 
with metering devices, it is mandatory to monitor the correct functionality 
of the fire pumps via an independent external measurement system.
FLEXIM provides an easy and cost efficient metering solution using our 
range of hazardous area approved portable flow meters. Simply clamped 
onto the pipe wall and measurement ready in less than 5 minutes, there is 
no need to put the fire pump under investigation out of service.
Due to the fact that the FLUXUS® flow meters are highly zero point stable 
and drift free, they are also the ideal solution to detect potential leaks due 
to poor seals or valves.
Furthermore, with its built-in HybridTrek® Mode, FLUXUS® allows for the 
detection of cavitation effects, helping the operator to better understand 
the health status of the pumps.
Offshore meter checks and fire pump flow performance surveys are  
routine for our service engineers, who carry our highly portable measur-
ing system as carry-on hand-luggage.

Surveying for Safety

routine for our service engineers, who carry our highly portable measur-
ing system as carry-on hand-luggage.



Auditing creates cost efficiency

 Efficiency monitoring on heat exchangers in line with preventative maintenance
 Comparison of the amount of energy produced and primary energy used in boilers and burners
 Permanent monitoring of thermal energy flows
 Quantification and use of residual heat 
 High temperature flow measurements of heat transfer oils or molten salts (up to 580 °C)
 Performance monitoring of pumps 
 Consumption analysis and leak detection of compressed air networks

FLEXIM’s service engineers are ready and available to collect valuable measurement 
data and help you to carry out:

In the industrial sector, energy has long been a key  
competitive factor. Clamp-on ultrasonic flow and thermal 
energy measurements with FLUXUS® Energy meters also 
offers impressive and unique solutions which can be used 
to tap efficiency potentials non-invasively.
Energy use on an industrial scale often goes hand in 
hand with particularly challenging conditions for people 
and technology. This is where the reliability of FLUXUS® 

can be seen. Particularly sturdy versions of transducers 
and measuring transmitters mean that this measuring  
method, which is wear-free as a matter of principle, can 
be used even under extreme conditions. 
Regardless of whether they are installed in potentially  
explosive areas as well as at extreme temperatures from 
-190 °C up to  580 °C, permanently submerged under  
water or on the smallest and largest pipes – the FLUXUS® 
ultrasonic metering systems have proven themselves in 
the most demanding applications.



What we do!
In today’s energy efficient and environmentally conscious environment, facility and plant metering must be verified and  
calibrated for accuracy to meet audit and regulatory demands. This is especially true for energy intensive industries such  
as Power Generation, Oil & Gas, Chemical and Processing industries. 
We confirm and verify flow rates of existing volume and mass flow meters at your industry specific application.
We also offer complete thermal energy measurements that can help you to evaluate the performance of your plant  
and processes.
We provide formal reports and in-depth data by employing our traceable calibrated portable meters along with sophisticated 
diagnostic software.
Our products are hazardous area approved (ATEX (IECEx) Zone 2 (1) and FM Class I, Div. 2) and provide for measurements in 
even the most demanding environments, e.g. Offshore Platforms, or Refineries at pipe temperatures up to 580 °C.

Contact us to find out how we can assist you with your flow measurement needs.

 FLEXIM Measurement Services

 We provide you with answers!

How do you know?

 If your Pumps are correctly sized for demand and still operating at maximum rated flow?

 If your Heat Exchangers and Chillers are performing at peak efficiency?

 If your Custody Meters are under or over billing?

 If your Cooling Towers are performing properly?

 If your compressed air networks are balanced and leak free?

 If your Processes are operating at peak efficiency?

 If DCS / PLC algorithms are correct?

 If your Flow Meters are Drifting?
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FLEXIM GmbH
Berlin, Germany 
Phone: +49 30 93 66 76 60
info@flexim.com
www.flexim.com

FLEXIM Instruments Benelux B.V.
JX Berkel en Rodenrijs, Netherlands
Phone: +31 10 24 92 333
benelux@flexim.com
www.flexim.com

FLEXIM Instruments Asia Pte Ltd.
Singapore, Singapore
Phone: +65 67 94 53 25
salessg@flexim.com
www.flexim.com

FLEXIM Service and Support Center 
South America  
Esco Argentina S.A.,  
Buenos Aires, Argentina
Phone: +54 11 49 20  71 00
flexim@escoarg.com.ar
www.escoarg.com.ar

FLEXIM Instruments China
Shanghai, China
Phone: +86 21 64 95 75 20
shanghai@flexim.com
www.flexim.cn

FLEXIM Instruments UK Ltd.
Northwich, United Kingdom
Phone: +44 1606 781 420
sales@flexim.co.uk
www.flexim.co.uk

Measurement constitutes knowledge
Our clamp-on flow meters stand out by their easy handling and intuitive user 
guidance. Even for untrained users, an accurate and stable measurement can 
easily be realized within a few minutes.
In the case of more challenging applications, such as gas flow measurement,  
or if the installation and set-up of our meters is part of your daily routine,  
FLEXIM provides individual product training carried out by our industry experi-
enced service engineers. This can be uniquely customised to your requirements 
and delivered either at your site or in-house at FLEXIM‘s training facilities.

Our customers rank first 
FLEXIM considers itself not only a manufacturer of measuring instruments,  
but also a provider of technical and consulting services.  
These services include on-site measurements, calibration services, training, 
instrument rentals and consulting services.
The company’s focus and dedication is directed towards providing the highest 
quality equipment with the best support and service possible. 

 FLEXIM       

 More than 20 years of experience in non-intrusive Flow  
 Measurement and Process Analytical Technology 



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (Adobe RGB \0501998\051)
  /CalCMYKProfile (Coated FOGRA39 \050ISO 12647-2:2004\051)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /sRGB
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness false
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages false
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 150
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages false
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 150
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages false
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 800
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<

    /BGR <>
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000500044004600206587686353ef901a8fc7684c976262535370673a548c002000700072006f006f00660065007200208fdb884c9ad88d2891cf62535370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef653ef5728684c9762537088686a5f548c002000700072006f006f00660065007200204e0a73725f979ad854c18cea7684521753706548679c300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /CZE <>
    /DAN <>
    /DEU <>
    /ENU (Use these settings to create Adobe PDF documents for quality printing on desktop printers and proofers.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
    /ESP <>
    /ETI <>
    /FRA <>
    /GRE <>

    /HRV <>
    /HUN <>
    /ITA <>
    /JPN <>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020b370c2a4d06cd0d10020d504b9b0d1300020bc0f0020ad50c815ae30c5d0c11c0020ace0d488c9c8b85c0020c778c1c4d560002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /LTH <>
    /LVI <>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken voor kwaliteitsafdrukken op desktopprinters en proofers. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /POL <>
    /PTB <>
    /RUM <>
    /RUS <>
    /SKY <>
    /SLV <>
    /SUO <>
    /SVE <>
    /TUR <>
    /UKR <>
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /BleedOffset [
        0
        0
        0
        0
      ]
      /ConvertColors /ConvertToRGB
      /DestinationProfileName (Adobe RGB \(1998\))
      /DestinationProfileSelector /WorkingRGB
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure true
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles true
      /MarksOffset 6
      /MarksWeight 0.250000
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /NA
      /PageMarksFile /RomanDefault
      /PreserveEditing true
      /UntaggedCMYKHandling /UseDocumentProfile
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
    <<
      /AllowImageBreaks true
      /AllowTableBreaks true
      /ExpandPage false
      /HonorBaseURL true
      /HonorRolloverEffect false
      /IgnoreHTMLPageBreaks false
      /IncludeHeaderFooter false
      /MarginOffset [
        0
        0
        0
        0
      ]
      /MetadataAuthor ()
      /MetadataKeywords ()
      /MetadataSubject ()
      /MetadataTitle ()
      /MetricPageSize [
        0
        0
      ]
      /MetricUnit /inch
      /MobileCompatible 0
      /Namespace [
        (Adobe)
        (GoLive)
        (8.0)
      ]
      /OpenZoomToHTMLFontSize false
      /PageOrientation /Portrait
      /RemoveBackground false
      /ShrinkContent true
      /TreatColorsAs /MainMonitorColors
      /UseEmbeddedProfiles false
      /UseHTMLTitleAsMetadata true
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


